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*Specifications are subjected to change without prior notice
ˆMinimum requirement of 4MB Flash with 16MB SDRAM

ADSL2/2+
DSL705 Series

Features
Description ADSL2/2+ Ethernet Modem ADSL2/2+ Ethernet USB Combo Modem

Model Number DSL705E DSL705EU

Chipset INFINEON PSB50600 INFINEON PSB50600

2MB Flash 2MB Flash

8MB SDRAM 8MB SDRAM

LAN Ports 10/100 Base-T Ethernet 1x RJ45 1x RJ45

LAN USB - 1 x USB2.0 Type B

LEDs Power, Ethernet, DSL, Internet Power, Ethernet, USB, DSL, Internet

Admin/User Access Control  
Configuration backup & restore  
DDNS No No

DMZ Support  
DSL Forum Standards TR-067, TR-068, TR-069 TR-067, TR-068, TR-069

IGMP v1/2/3 Support Optional^ Optional^

IP QoS  
IPv4, IPv6  
Multiple PVC Support Up to 8 Up to 8

Multiple VPN sessions passthrough  
NAT/SPI Firewall  
Parental Control  
Port Forwarding  
Protection of DOS  
PVC to VLAN Mapping  
SNMP v1, v2  
Telnet (Read/Write) Read Only Read Only

UPnP  
Weight 200g 200g

Size (L/W/H) 125mm x 85mm x 27mm 125mm x 85mm x 27mm

Memory


