
 

 

SOHORouter 801 
8 port 10/100 Switch Broadband Router 

 
 

Specification: 
Standard 
IEEE802.3/802.3u 10Base-T/100Base-TX Ethernet 
ANSI/IEEE 802.3 NWay Auto-negotiation 
 

Protocol 
CSMA/CD 
 
Network Media 
10Base-T – Category 3,4,5 EIA/TIA-568 twisted pair Cable 
100Base-T – Category 5 EIA/TIA-568 twisted pair Cable 
  
Connector 
8* 10/100Mbps NWay Auto-MDIX RJ-45 connector for LAN port 
1* 10Mbps shielded RJ-45 connector for WAN port 

Network Data Transfer Rate
1
 

0/20/100/200Mbps 

LED indicators 
P
 

ower, CPU, WAN Link/ACT, LAN Link/ACT/COL/FDX 

Dimension 
171 mm x 100 mm x 34 mm (L*W*H) 
 
Temperature 
Operating – 0℃ to 40℃ 
S
 

torage – -10℃ to 70℃ 

Humidity 
Operating – 10% to 90% RH 
S
 

torage – 5% to 90% RH 

Power 
7
 
.5VDC, 1A external power adapter 

Compliance 
FCC and CE  Class B  

Features: 
• Support PPPoE protocol for ADSL 
• Embedded high speed microprocessor 
• Support Cable connection 
• Support DHCP server/client  
• Firewall protection for your LAN 
• 1 * 10Mbps RJ-45 WAN port for ADSL/Cable   

modem 
• 8 * 10/100Mbps RJ-45 LAN port 
• Supports NAT for share one IP address to all 

LAN users 
• Support UPnP 
• Supports Virtual Server (Local Server Mapping)
• Supports Visual PC mapping(DMI) 
• Supports access control setting 
• Support special application setting 
• Support Statistics information 
• Easy upgrade firmware via WEB browser 
• Simple configuration via WEB browser               

                                                                                      
 
 
 
  
 
 

 

Ordering Information: 
BR-801: 8 port 10/100 Switch Broadband Router 

 
* Product specification subject to change without notice 


