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Wireless-N Broadband AP/Router
PRN3001

Features

• Complies with IEEE 802.11b/g/n standards

• Up to 300Mbps data rate for Wi-Fi network

• Supports PPPoE, Dynamic IP and static IP broadband functions

• Supports 64/128-bit WEP, WPA and WPA2 encryption security

• Supports virtual server, special application and DMZ host  

• Built-in firewall, supports IP, MAC, URL filtering which flexibly controls access and time

• Built-in DHCP server 

• Supports WMM for improved audio and video streaming
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Standard

 Wireless Security

Interface

LED

Frequency Range

Antenna Type

Channels

RF Power

Management

Power Adapter

Package 
Contents

IEEE 802.11b/g/n

SSID Enable/Disable
MAC Address, IP and URL Filter
64/128-bit WEP Encryption
WPA, WPA2 Encryption

5* RJ45 ports (1 WAN/ 4 LAN)

1* Power, 1* System Status, 1* Wireless, 1* WAN, 4* LAN

2.400 ~ 2.4835GHz (subject to local regulations)

2* Detachable Antenna

1-11 (North America); 1-13 (General Europe); 1-14 (Japan)

20dBm (max)

Local/ Remote Web-based con�guration

Input: AC 100V ~ 240V

1* PRN2001 Wireless-N Broadband AP/Router, 2* Antenna,
1* Ethernet Cable, 1* Power Adapter, 1* Quick Installation Guide

Specifications

Wireless-N Broadband AP/Router
PRN3001

ADVANCED
FIREWALL

WiFi SIGNAL
300Mbps

PRN3001
Wireless-N

Broadband AP/Router

xDSL /
Cable Modem


